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57 ABSTRACT

A touch-control method for a liquid crystal display device,
includes: switching from a display mode to a touch-control
mode; determining whether there is a touch made by an object
or whether there is an input made by an active pen; in the case
where there is the input made by the active pen, starting an
active pen detecting sub-mode in which an X-axis direction
common electrode of the liquid crystal display device is
defined as an X-axis direction receiving electrode, and a
Y-axis direction common electrode or a signal electrode is
defined as a Y-axis direction receiving electrode; and deter-
mining a position or an action of the active pen according to
amplitudes of signals of the X-axis direction receiving elec-
trode and the Y-axis direction receiving electrode. A touch-
controllable liquid crystal display device is further provided.

10 Claims, 17 Drawing Sheets
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TOUCH-CONTROL METHOD FOR LIQUID
DISPLAY DEVICE AND
TOUCH-CONTROLLABLE LIQUID CRYSTAL
DISPLAY DEVICE

CROSS REFERENCE TO RELATED
APPLICATION

This application claims the benefit of priority to Chinese
Patent Application No.201310090330.X, entitled “TOUCH-
CONTROL METHOD FOR LIQUID DISPLAY DEVICE
AND TOUCH-CONTROLLABLE LIQUID CRYSTAL
DISPLAY DEVICE”, filed on Mar. 30, 2013 with State Intel-
lectual Property Office of PRC, which is incorporated herein
by reference in its entirety.

FIELD OF THE INVENTION

The present invention generally relates to the field of dis-
play technique, and in particular to a touch-control method
for a liquid crystal display device and a touch-controllable
liquid crystal display device.

BACKGROUND OF THE INVENTION

Currently, there are the following common touch-control
technologies.

One touch-control technology is mutual capacitance touch
sensing technology. As shownin FIG. 1, atouchis determined
based on the mutual capacitance by detecting a coupling
capacitance between a driving electrode and a receiving elec-
trode. In the case where there is a touch made by a finger, the
coupling capacitance Cm1 between the driving electrode and
the receiving electrode becomes smaller than the coupling
capacitance Cm0 in the case where there is not any touch
made by the finger, since the finger may absorb some of the
electrical field lines. Thereby, a touch is detected according to
that change.

Another touch-control technology is active pen input tech-
nology. As shown in FIGS. 2 and 3, the principle of the
technology is similar to that of the mutual capacitance touch
sensing technology. In the active pen input mode, the active
pen is used as the driving electrode and may emit a driving
signal. Receiving electrodes intersecting with each other in
the touch screen receive the signal from the active pen. When
the distance between the active pen and the receiving elec-
trode changes, the coupling capacitance between the active
pen and the receiving electrode may also change, and the
signal received by the receiving electrode may also change.
The position of the pen may be determined by analyzing the
signals of the electrodes.

Yet another touch-control technology is In-cell technology.
As shown in FIG. 4, the touch-control function and the dis-
play function are combined together by integrating the touch-
control unit into the pixel of the liquid crystal display device.

In the first two technologies mentioned above, the liquid
crystal display device and the touch-control panel are sepa-
rated. Therefore, the thickness and weight of the product may
be increased, which goes against a lighter and thinner prod-
uct. Moreover, the touch panel may affect the light transmit-
tance and deteriorate the display effect. In the In-cell technol-
ogy, a layer of touch-control sensing units is embedded into
the pixels of the liquid crystal display device. However, the
embedded sensing unit may reduce the display area and there-
fore may deteriorate the display effect.

SUMMARY OF THE INVENTION

Embodiments of the invention provide a touch-control
method for a liquid crystal display device and a touch-con-
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trollable liquid crystal display device, so as to solve the tech-
nical problem that the existing touch-control technology goes
against a lighter and thinner product and may deteriorate the
display effect.

According to a first aspect of the invention, there is pro-
vided a touch-control method for a liquid crystal display
device, including: switching from a display mode to a touch-
control mode; determining whether there is a touch made by
an object or whether there is an input made by an active pen;
in the case where there is the input made by the active pen,
starting an active pen detecting sub-mode in which an X-axis
direction common electrode of the liquid crystal display
device is defined as an X-axis direction receiving electrode,
and a Y-axis direction common electrode or a signal electrode
is defined as a Y-axis direction receiving electrode; and deter-
mining a position or an action of the active pen according to
amplitudes of signals of the X-axis direction receiving elec-
trode and the Y-axis direction receiving electrode.

According to a second aspect of the invention, there is
provided a touch-controllable liquid crystal display device,
including a thin film transistor (TFT) and a switching elec-
trode for the TFT, a signal electrode and a drain electrode
which are connected to the TFT, a pixel electrode connected
to the drain electrode, and a common electrode for forming an
electric field with the pixel electrode to control whether to
display an image, the touch-controllable liquid crystal dis-
play device further including a touch-control processor con-
nected to the signal electrode and the common electrode,
wherein the touch-control processor includes: a switching
unit configured to switch between a display mode and a
touch-control mode; a starting unit configured to, in the
touch-control mode, determine whether there is a touch made
by an object or whether there is an input made by an active
pen, and start an active pen detecting unit in the case where
there is the input made by the active pen; and the active pen
detecting unit configured to define an X-axis direction com-
mon electrode of the liquid crystal display device as an X-axis
direction receiving electrode, and to define a Y-axis direction
common electrode or a signal electrode as a Y-axis direction
receiving electrode; and to determine a position or an action
of the active pen according to amplitudes of signals of the
X-axis direction receiving electrode and the Y-axis direction
receiving electrode.

In the embodiments of the invention, a design conception
in which the electrodes already present the liquid crystal
display are used in a time division multiplex way is applied,
so that the liquid crystal display device may switch between
the display mode and the touch-control mode. In the display
mode, the liquid crystal display device displays normally. In
the touch-control mode, the common electrode or the signal
electrode that the liquid crystal display device already has is
defined as the receiving electrode, so that the touch-control
function is achieved. Thereby, the display function and the
touch-control function are performed at different times, with-
out increasing the thickness and weight of the liquid crystal
display, allowing for a lighter and thinner product. Moreover,
both the light transmittance and the display area are not
reduced, and thereby the display effect of the liquid crystal
display device is not affected.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic diagram of the mutual capacitance
touch sensing technology;

FIG. 2 is a schematic diagram of the active pen input
technology;
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FIG. 3 is another schematic diagram of the active pen input
technology;

FIG. 4 is a schematic diagram of the In-cell technology;

FIG. 5 is a flowchart of a touch-control method for a liquid
crystal display device according to an embodiment of the
invention;

FIG. 6 is a schematic structural diagram of a liquid crystal
display device;

FIG. 7 is a plan view of electrodes of the liquid crystal
display device;

FIG. 8 is a sectional view of the electrodes of the liquid
crystal display device;

FIG. 9 is a schematic diagram of an active pen detecting
sub-mode;

FIG. 10 is another schematic diagram of the active pen
detecting sub-mode;

FIG. 11 is yet another schematic diagram of the active pen
detecting sub-mode;

FIG. 12 is a schematic diagram of an object detecting
sub-mode;

FIG. 13 is another schematic diagram of the object detect-
ing sub-mode;

FIG. 14 is yet another schematic diagram of the object
detecting sub-mode;

FIG. 15 is still another schematic diagram of the object
detecting sub-mode;

FIG. 16 is a schematic diagram of an application of the
invention;

FIG. 17 is a schematic diagram of a touch-controllable
liquid crystal display device according to an embodiment of
the invention; and

FIG. 18 is schematic diagram of a flowchart for manufac-
turing a touch-controllable liquid crystal display device.

DETAILED DESCRIPTION OF THE INVENTION

Embodiments of the invention provides a touch-control
method for a liquid crystal display device, so as to solve the
technical problem that the existing touch-control technology
goes against a lighter and thinner product and may deteriorate
the display effect. The embodiments of the invention further
provide a corresponding touch-controllable liquid crystal dis-
play device. The method and the device are described in detail
as follows respectively.

First Embodiment

Referring to FIG. 5, an embodiment of the invention pro-
vides a touch-control method for a liquid crystal display
device, including Steps 101 to 106.

Step 101: switching from a display mode to a touch-control
mode.

In the embodiment of the invention, a design conception in
which the electrodes already present in the liquid crystal
display are used in a time division multiplex way is employed,
so that the liquid crystal display device may have two opera-
tionmodes, i.e. a display mode and a touch-control mode, one
of which can be switched to the other. The liquid crystal
display device operates in the display mode after being turned
on. Triggered by a preset event, the liquid crystal display
device may switch from the display mode to the touch-control
mode as required. At the end of the touch or being triggered by
a preset event, the liquid crystal display device may switch
back to the display mode. The preset event may be an event in
which a special button is pressed, an event in which it is
detected that an object is getting closer, and so on.

The operation principle in the display mode is briefly
described as follows in conjunction with the structure of the
liquid crystal display device shown in the drawings. The
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liquid crystal display device mainly includes, as shown in
FIG. 6, an upper glass substrate, a lower glass substrate and a
liquid crystal display box therebetween, as well as a color
light filter, an upper polarizer, a lower polarizer, a thin film
transistor (TFT) and so on. The electrodes of the liquid crystal
display device include, as shown in FIGS. 7 and 8, a switching
electrode for controlling the TFT, a signal electrode and a
drain electrode which are connected to the TFT, a pixel elec-
trode connected to the drain electrode, a common electrode
for forming an electric field with the pixel electrode to control
whether to display an image, and so on.

When no voltage is applied and the switching electrode is
turned off, the TFT is equivalent to two reverse-biased diodes
connected together, and it is impossible for the current of the
signal electrode to flow through the TFT to the drain elec-
trode. Since the pixel electrode is connected to the drain
electrode, there is no current flowing to the pixel electrode.
Therefore, an electric field can not be established between the
pixel electrode and the common electrode. In this case, the
arrangement of the liquid crystal molecules is the same as the
orientating layer. The lights pass through the lower polarizer
into the liquid crystal display box and then are transmitted to
the upper polarizer according to the arrangement of the liquid
crystal molecules. Since the transmitted lights are at an angle
of 90° relative to the upper polarizer, the lights are blocked
and the liquid crystal display device displays black.

When a voltage is applied and the switching electrode is
turned on, the current of the signal electrode flows through the
TFT to the drain electrode. In this case, an electric field is
established between the pixel electrode and the common elec-
trode, and the liquid-crystal molecules rotate under the influ-
ence of the electric field. When the lights pass through the
lower polarizer into the liquid crystal display box, the lights
may rotate according to the arrangement of the liquid crystal
molecules, so that the lights changes from linearly polarized
lights to circularly polarized lights or elliptically polarized
lights. The circularly polarized lights or the elliptically polar-
ized lights can pass through the upper polarizer, i.e. the lights
can pass through the upper polarizer. In cooperation with the
three primary colors of red, green and blue of the color light
filter and the combination thereof, various colors may be
displayed.

The above is the operation principle of a general In-Plane
Switching (IPS) liquid crystal display device. The signal of
the signal electrode is controlled via the switching electrode
to pass through the TFT to the pixel electrode. That is to say,
by controlling the electric field to be present or not present
between the pixel electrode and the common electrode, the
display of an image is controlled.

As may be seen from the above discussion, in the display
mode, a voltage is applied to turn on the switching electrode;
and in the touch-control mode, the voltage is stopped to be
applied to the switching electrode, so that the switching elec-
trode is turned off; so as to implement the switch between the
display mode and the touch-control mode.

Step 102: determining whether there is a touch made by an
object or whether there is an input made by an active pen.

Given the difference between the touch made by an object
and the input made by an active pen, in the touch-control
mode, it should be further determined whether there is a touch
made by an object or whether there is an input made by an
active pen, and different sub-modes are entered accordingly.
The step of determining may be performed by a common
sensor unit.

Step 103: in the case where there is the input made by the
active pen, starting an active pen detecting sub-mode in which
an X-axis direction common electrode of the liquid crystal
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display device is defined as an X-axis direction receiving
electrode, and a Y-axis direction common electrode or a signal
electrode is defined as a Y-axis direction receiving electrode.

Referring to FIG. 9, in the active pen detecting sub-mode,
an X-axis direction common electrode may be defined as an
X-axis direction receiving electrode, and a Y-axis direction
common electrode may be defined as a Y-axis direction
receiving electrode.

Alternatively, referring to FIG. 10, in the active pen detect-
ing sub-mode, an X-axis direction common electrode may be
defined as an X-axis direction receiving electrode, and a
signal electrode may be defined as a Y-axis direction receiving
electrode.

In practical application, one X-axis direction common
electrode of the liquid crystal display device may be defined
as one X-axis direction receiving electrode, and one Y-axis
direction common electrode or one signal electrode may be
defined as one Y-axis direction receiving electrode. Alterna-
tively, several X-axis direction common electrodes of the
liquid crystal display device may be collectively defined as
one X-axis direction receiving electrode, and several Y-axis
direction common electrodes or several signal electrodes may
be collectively defined as one Y-axis direction receiving elec-
trode, as shown in FIG. 11.

Step 104: determining a position or an action of the active
pen according to amplitudes of signals of the X-axis direction
receiving electrode and the Y-axis direction receiving elec-
trode.

When the active pen emits a driving signal, the position or
action of the active pen may be determined according to
amplitudes of the signals in the X-axis direction receiving
electrode and the Y-axis direction receiving electrode. The
determining method may be similar to the touch-control
method in the prior art and will not be described herein.

Optionally, after Step 102, the method may further include:

Step 105: in the case where there is the touch made by the
object, starting an object detecting sub-mode in which one of
the signal electrode and the X-axis direction common elec-
trode of the liquid crystal display device is defined as a driving
electrode, and the other of the signal electrode and the Y-axis
direction common electrode is defined as a receiving elec-
trode.

Referring to FIG. 12, in the object detecting sub-mode, the
X-axis direction common electrode may act as the driving
electrode and the signal electrode may act as the receiving
electrode. In this case, the coupling capacitance between the
X-axis direction common electrode and the signal electrode is
Cm1. Referring to FIG. 13, when a finger or other conductive
object is touching the liquid crystal display device, a coupling
capacitance Cf is formed between the driving electrode and
the finger or other conductive object, i.e. a part of the signal of
the driving electrode is absorbed by the finger or other con-
ductive object. Therefore, in this case, the coupling capaci-
tance Cm?2 between the X-axis direction common electrode
and the signal electrode is smaller than Cm1. Thus it can be
detected whether there is a touch made by an object by detect-
ing the change in the signal of the signal electrode. It should
be noted that the signal electrode may be defined as the
driving electrode and the X-axis direction common electrode
may be defined as the receiving electrode, and the principle is
as above.

In practical application, one or several signal electrodes of
the liquid crystal display device may be collectively defined
as one driving electrode, and one or several X-axis direction
common electrodes may be collectively defined as one
receiving electrode, as shown in FIG. 15. Alternatively, one or
several X-axis direction common electrodes may be collec-
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tively defined as one driving electrode, and one or several
signal electrodes may be collectively defined as one receiving
electrode, as shown in FIG. 14.

Step 106: determining a position or an action of the object
according to an amplitude of the signal of the receiving elec-
trode.

When there is the touch made by the object, the position or
action of the object may be determined according to the
amplitude of the signal of the receiving electrode. The deter-
mining method may be similar to the touch-control method in
the prior art and will not be described herein

In the following, the method according to the embodiment
of the invention is described further in detail by taking a
specific application as an example. Referring to FIG. 16, the
flowchart of the touch control in the application includes:

starting up, entering into the display mode and displaying
the scan of the image;

switching into the touch-control mode as required, the
touch-control mode also being referred to as the touch detect-
ing mode;

determining whether there is a touch made by an object
such as a finger, and starting the object detecting sub-mode if
there is a touch made by an object;

further determining whether there is an input made by an
active pen if there is no touch made by the object, and starting
the active pen detecting sub-mode if there is the input made by
the active pen; otherwise, ending;

inthe object detecting sub-mode or the active pen detecting
sub-mode, performing detection as described above accord-
ingly; and

switching back to the display mode when the detection
ends or as required.

In summary, the design conception in which the electrodes
already present in the liquid crystal display are used in a time
division multiplex way is applied, so that the liquid crystal
display device may switch between the display mode and the
touch-control mode. In the display mode, the liquid crystal
display device displays normally. In the touch-control mode,
the common electrode or the signal electrode that the liquid
crystal display device already has is defined as the receiving
electrode, so that the touch-control function is achieved.
Thereby, the display function and the touch-control function
are performed at different times, without increasing the thick-
ness and weight of the liquid crystal display, allowing for a
lighter and thinner product. Moreover, both the light trans-
mittance and the display area are not reduced, and thereby the
display effect of the liquid crystal display device is not
affected.

Second Embodiment

Referring to FIG. 17, an embodiment of the invention
provides a touch-controllable liquid crystal display device
including a display portion 210 and a touch-control portion
220.

As shown in FIGS. 6 to 8, the display portion includes a
thin film transistor (TFT) and a switching electrode for the
TFT, a signal electrode and a drain electrode which are con-
nected to the TFT, a pixel electrode connected to the drain
electrode, a common electrode for forming an electric field
with the pixel electrode to control whether to display an
image, and so on.

As shown in FIG. 17, the touch-control portion 220 may be
a touch-control processor connected to the signal electrode
and the common electrode. The touch-control processor may
include:

a switching unit 2201 configured to switch between a dis-
play mode and a touch-control mode;
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a starting unit 2202 configured to, in the touch-control
mode, determine whether there is a touch made by an object
or whether there is an input made by an active pen, and start
anactive pen detecting unit in the case where there is the input
made by the active pen; and

the active pen detecting unit 2203 configured to define an
X-axis direction common electrode of the liquid crystal dis-
play device as an X-axis direction receiving electrode, and to
define a Y-axis direction common electrode or a signal elec-
trode as a Y-axis direction receiving electrode; and to deter-
mine a position or an action of the active pen according to
amplitudes of signals of the X-axis direction receiving elec-
trode and the Y-axis direction receiving electrode.

Optionally, the touch-control processor may further
include an object detecting unit 2204.

The starting unit 2202 is further configured to start the
object detecting unit in the case where there is the touch made
by the object; and

the object detecting unit 2204 is configured to define one of
the signal electrode and the X-axis direction common elec-
trode of the liquid crystal display device as a driving elec-
trode, and to define the other of the signal electrode and the
Y-axis direction common electrode as a receiving electrode;
and to determine a position or an action of the object accord-
ing to an amplitude of the signal of the receiving electrode.

In summary, the touch-control processor may be used to
perform the following Steps as shown in FIG. 5:

Step 101: switching from a display mode to a touch-control
mode.

Step 102: determining whether there is a touch made by an
object or whether there is an input made by an active pen.

Step 103: in the case where there is the input made by the
active pen, starting an active pen detecting sub-mode in which
an X-axis direction common electrode of the liquid crystal
display device is defined as an X-axis direction receiving
electrode, and a Y-axis direction common electrode or a signal
electrode is defined as a Y-axis direction receiving electrode.

Step 104: determining a position or an action of the active
pen according to amplitudes of signals of the X-axis direction
receiving electrode and the Y-axis direction receiving elec-
trode.

Step 105: in the case where there is the touch made by the
object, starting an object detecting sub-mode in which one of
the signal electrode and the X-axis direction common elec-
trode of the liquid crystal display device is defined as a driving
electrode, and the other of the signal electrode and the Y-axis
direction common electrode is defined as a receiving elec-
trode.

Step 106: determining a position or an action of the object
according to an amplitude of the signal of the receiving elec-
trode.

The embodiment of the invention provides a touch-control-
lable liquid crystal display device as above. The flowchart for
manufacturing the touch-controllable liquid crystal display
device may be as shown in FIG. 18, including:

301. providing a glass substrate;

302. vacuum sputtering molybdenum, aluminum and
neodymium (Mo-Lv-Nd), and performing lithographic pat-
terning to form a switching electrode;

303. performing plasma enhanced chemical vapor deposi-
tion to form an insulating layer 1;

304. vacuum sputtering ITO, and performing lithographic
patterning to form an X-axis direction common electrode;

305. performing plasma enhanced chemical vapor deposi-
tion to form a TFT, and performing lithographic patterning;
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306. performing plasma enhanced chemical vapor deposi-
tion to form an insulating layer 2, and performing litho-
graphic patterning;

307. vacuum sputtering molybdenum, aluminum and
neodymium to form a signal electrode and a drain electrode;

308. performing plasma enhanced chemical vapor deposi-
tion to form an insulating layer 3, and performing litho-
graphic patterning; and

309. vacuum sputtering ITO, and performing lithographic
patterning to form a'Y-axis direction common electrode and a
pixel electrode.

So far, the manufacturing process ends.

In summary, the embodiment of the invention provides the
touch-controllable liquid crystal display device, in which the
electrodes already present in the liquid crystal display are
used in a time division multiplex way, so that the liquid crystal
display device may switch between the display mode and the
touch-control mode. In the display mode, the liquid crystal
display device displays normally. In the touch-control mode,
the common electrode or the signal electrode that the liquid
crystal display device already has is defined as the receiving
electrode, so that the touch-control function is achieved.
Thereby, the display function and the touch-control function
are performed at different times, without increasing the thick-
ness and weight of the liquid crystal display, allowing for a
lighter and thinner product. Moreover, both the light trans-
mittance and the display area are not reduced, and thereby the
display effect of the liquid crystal display device is not
affected.

It can be understood by the skilled in the art that all or some
of'the steps in the methods according to the above-mentioned
embodiments may be implemented in hardware or may be
implemented by instructing related hardware via a program.
The program may be stored in a computer-readable storage
medium which may include a read-only memory, a random
read memory, a magnetic or optical disk, etc.

In the above, the touch-control method for the liquid crys-
tal display device and the touch-controllable liquid crystal
display device according to the embodiments of the invention
are described in detail. However, the description of the above-
mentioned embodiments is only for helping understanding
the method and core conception of the invention and should
not be construed as limiting the invention. Any of the other
changes and substitutions obtained by those skilled in the art
in light of the technical scope disclosed in the present inven-
tion without any creative work falls in the scope of protection
of the present invention.

The invention claimed is:

1. A touch-control method for a liquid crystal display
device, comprising:

switching from a display mode to a touch-control mode;

determining whether a touch is made by an object or

whether an input is made by an active pen;

in the case where the input is made by the active pen,

starting an active pen detecting sub-mode in which an
X-axis direction common electrode of the liquid crystal
display device is defined as an X-axis direction receiving
electrode and a Y-axis direction common electrode or a
signal electrode is defined as a Y-axis direction receiving
electrode; and

determining a position or an action of the active pen

according to amplitudes of signals of the X-axis direc-
tion receiving electrode and the Y-axis direction receiv-
ing electrode.

2. The method according to claim 1, wherein after deter-
mining whether a touch is made by an object or whether an
input is made by an active pen, the method further comprises:
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in the case where the touch is made by the object, starting
an object detecting sub-mode in which one of the signal
electrode and the X-axis direction common electrode of
the liquid crystal display device is defined as a driving
electrode and the other of the signal electrode and the
Y-axis direction common electrode is defined as a
receiving electrode; and

determining a position or an action of the object according

to an amplitude of the signal of the receiving electrode.

3. The method according to claim 2, wherein in the active
pen detecting sub-mode, the defining an X-axis direction
common electrode of the liquid crystal display device as an
X-axis direction receiving electrode and the defining a Y-axis
direction common electrode or a signal electrode as a Y-axis
direction receiving electrode comprise:

in the active pen detecting sub-mode,

defining one X-axis direction common electrode of the

liquid crystal display device as one X-axis direction
receiving electrode, and defining one Y-axis direction
common electrode or one signal electrode as one Y-axis
direction receiving electrode;

or defining several X-axis direction common electrodes of

the liquid crystal display device collectively as one
X-axis direction receiving electrode, and defining sev-
eral Y-axis direction common electrodes or several sig-
nal electrodes collectively as one Y-axis direction receiv-
ing electrode.

4. The method according to claim 2, wherein in the object
detecting sub-mode, the defining one of the signal electrode
and the X-axis direction common electrode of the liquid
crystal display device as a driving electrode and the defining
the other of the signal electrode and the Y-axis direction
common electrode as a receiving electrode comprise:

in the object detecting sub-mode,

defining one or several signal electrodes of the liquid crys-

tal display device collectively as one driving electrode,
and defining one or several X-axis direction common
electrodes collectively as one receiving electrode;

or defining one or several X-axis direction common elec-

trodes collectively as one driving electrode, and defining
one or several signal electrodes collectively as one
receiving electrode.

5. The method according to claim 2, further comprising:

switching from the touch-control mode to the display mode

as required.

6. The method according to claim 1, wherein in the active
pen detecting sub-mode, the defining an X-axis direction
common electrode of the liquid crystal display device as an
X-axis direction receiving electrode and the defining a Y-axis
direction common electrode or a signal electrode as a Y-axis
direction receiving electrode comprise:

in the active pen detecting sub-mode,

defining one X-axis direction common electrode of the

liquid crystal display device as one X-axis direction
receiving electrode, and defining one Y-axis direction
common electrode or one signal electrode as one Y-axis
direction receiving electrode;

or defining several X-axis direction common electrodes of

the liquid crystal display device collectively as one
X-axis direction receiving electrode, and defining sev-
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eral Y-axis direction common electrodes or several sig-
nal electrodes collectively as one Y-axis direction receiv-
ing electrode.

7. The method according to claim 1, wherein in the object
detecting sub-mode, the defining one of the signal electrode
and the X-axis direction common electrode of the liquid
crystal display device as a driving electrode and the defining
the other of the signal electrode and the Y-axis direction
common electrode as a receiving electrode comprise:

in the object detecting sub-mode,

defining one or several signal electrodes of the liquid crys-
tal display device collectively as one driving electrode,
and defining one or several X-axis direction common
electrodes collectively as one receiving electrode;

or defining one or several X-axis direction common elec-
trodes collectively as one driving electrode, and defining
one or several signal electrodes collectively as one
receiving electrode.

8. The method according to claim 1, further comprising:

switching from the touch-control mode to the display mode
as required.

9. A touch-controllable liquid crystal display device, com-
prising a thin film transistor TFT and a switching electrode for
the TFT, a signal electrode and a drain electrode which are
connected to the TFT, a pixel electrode connected to the drain
electrode, and a common electrode for forming an electric
field with the pixel electrode to control whether to display an
image, the touch-controllable liquid crystal display device
further comprising a touch-control processor connected to the
signal electrode and the common electrode, wherein the
touch-control processor comprises:

a switching unit configured to switch between a display

mode and a touch-control mode;

a starting unit configured to, in the touch-control mode,
determine whether a touch is made by an object or an
input is made by an active pen, and start an active pen
detecting unit in the case where the input is made by the
active pen; and

the active pen detecting unit configured to define an X-axis
direction common electrode of the liquid crystal display
device as an X-axis direction receiving electrode, and to
define a Y-axis direction common electrode or a signal
electrode as a Y-axis direction receiving electrode; and
to determine a position or an action of the active pen
according to amplitudes of signals of the X-axis direc-
tion receiving electrode and the Y-axis direction receiv-
ing electrode.

10. The touch-controllable liquid crystal display device

according to claim 9, wherein:

the starting unit is further configured to start an object
detecting unit in the case where the touch is made by the
object; and

the object detecting unit is configured to define one of the
signal electrode and the X-axis direction common elec-
trode of the liquid crystal display device as a driving
electrode, and to define the other of the signal electrode
and the Y-axis direction common electrode as a receiv-
ing electrode; and to determine a position or an action of
the object according to an amplitude of the signal of the
receiving electrode.
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